
The products here presented are covered by patents and patents applications
Details available at https://www.coelux.com/en/patents/index

CoeLux® 45LC
 Recessed Flushed mounted

Code:  45LC_WD_UL
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CoeLux® 45LC_Recessed Flushed mounted - rev00 - 09/10/2019 - Reflected ceiling plan - 1:30
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Device dimensions

Sky-light dimensions : 460 mm x 960 mm (18.1 in x 37.8 in)
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CoeLux® 45LC_Recessed Flushed mounted - rev00 - 09/10/2019 - False ceiling - 1:30
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Hatch for maintenance 600 x 600 mm (23.6in x 23.6 in)

Mandatory air connectors with UL certificate,
CoeLux® supply 2 ducts of 2000 mm (78.7 in)

Device dimensions

Fixing points

Accessible space required for maintenance

Necessary space required for installation
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CoeLux® 45LC_Recessed Flushed mounted - rev00 - 09/10/2019 - Section S-01 - 1:30

2.376 mm

92
3 

m
m

80 mm
1.445 mm

80 mm

1.525 mm

2.376 mm

68
9 

m
m

82
1 

m
m

27
.1

 in

32
.3

 in

93.6 in

60.0 in

36
.3

 in

93.6 in

56.9 in
3.2 in 3.2 in

Light beam

Mandatory air connectors with UL certificate,
CoeLux® supply 2 ducts of 2000 mm (78.7 in)

Hatch for maintenance 600
x 600 mm (23.6 in x 23.6 in)

Structural slab

Drop ceiling

Device dimensions

Fixing points

Accessible space required for maintenance

Total weight of the system 300 kg / 660 lb

Threaded rods supplied by CoeLux® H. 1500 mm (59.1 in). Extensions to be supplied by the customer if heights are above 1500 mm (59.1 in)

300 kg

660 lb

Necessary space required for installation
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CoeLux® 45LC_Recessed Flushed mounted - rev00 - 09/10/2019 - Section S-02 - 1:30

1.913 mm

92
3 

m
m

1.730 mm

1.813 mm

1.675 mm

68
9 

m
m

82
1 

m
m

A
dj

us
ta

bl
e

16
4 

m
m

27
.1

 in

32
.3

 in

75.3 in

68.1 in

36
.3

in

65.9 in

71.4 in

Light beam

6.
5 

in

Device dimensions

Fixing points

Total weight of the system 300 kg / 660 lb

Threaded rods supplied by CoeLux® H. 1500 mm (59.1 in). Extensions to be supplied by the customer if heights are above 1500 mm (59.1 in)

300 kg

660 lb

Structural slab

Drop ceiling

Necessary space required for installation
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